
The HD10DAC is a Multi-Rate HD/SD-SDI to HD Component Analog 
Video Encoder.   The HD10DAC also provides two re-clocked Multi-Rate 
SDI outputs acting as a distribution amplifier and 3 BNC connectors for 
analog video output.

The HD10DAC is a broadcast quality converter designed to demanding 
quality specifications utilizing the finest components available yet 
offered at a low cost.  The HD10DAC is designed using the most 
advanced technology available to produce truly studio quality video.  

The HD10DAC accepts 10 bit SDI (SMPTE 292M and 259M-C) 4:2:2 and 
4:4:4 video supporting NTSC/PAL video standards by automatically 
detecting the resolution and format of the SDI stream and outputs full 
bandwidth HD Component  or YPbPr,  Betacam, SMPTE, RGB, Y/C or 
Composite video for SD-SDI input streams according to user selection. 

The HD10DAC includes an LED indicating the presence of a locked 
SDI signal.  The HD10DAC provides automatic cable equalization for 
SMPTE 292M and 259M SDI signal providing Multi-standard operation 
from 143Mb/sec to 1.485 Gb/sec.  Equalizer performance is 
optimized for 270 Mb/sec and 1.485 Gb/sec.  with excellent return 
loss (>15dB).  The deserializer converts 525 or 625 SDI (SMPTE 292M 
and 259M-C) with EDH (Error detection and handling), NRZI-to-NRZ 
decoding and descrambling.

The HD10DAC utilizes a very high quality HD/SD video encoder with 
16X oversampling for SD video and 4X oversampling for HD video.  
The HD10DAC video encoder features high quality 10 bit DAC’s  
outputting HD resolutions up to 1920 x 1080P 24.  The HD10DAC 
includes a video reconstruction filter designed to handle the most 
demanding HD video applications for studio quality video playback 
in PAL or NTSC.

North American Office

ADS Tech Inc, USA
12627 Hidden Creek Way
Cerritos, CA 90703, USA

Southern Europe | MEA Office 

ADS Tech SARL France
51/55 Rue Hoche
94200 - Ivry Sur Seine, France

Central | Eastern | N. Europe Office

ADS Tech GmbH
Frankfurter Straße 3b 
38122 Braunschweig, Germany

UK and Ireland Office

ADS Tech
Western Business Park
Shannon, County Clare, Ireland

> Supports HD and SD-SDI signals to Component Video 
> 10 Bit Processing Digital to Analog Conversion
> Outputs Component, RGB , Y/C and Composite Video
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Multi-Rate 10 bit HD/SD SDI to Analog Video Encoder

Pyro      AV HD10DAC

Features. Multi-Rate HD/SD-SDI to analog video encoder
Convert HD-SDI to HD RGB or YPbPR

Convert SD-SDI to SD RGB, YPbPR, Y/C or CVBS 
with SDI monitor output 

Automatic detection and switching to NTSC (M/N), 
PAL (B/D/G/H/I/M/N)
User Selectable output to YPbPr, Betacam, SMPTE,
RGB or simultaneous CVBS and Y/C
NTSC Pedestal (0 or 7.5 IRE)
SDI Signal present LED indicator
Color Bar test signal (SDI signal must be present)
8 position dip switch for user selectable settings
Rugged Aluminum and Steel enclosure
5 VDC (110-240 50/60 Hz) Locking Power Supply
5 year warranty

Specifications. Serial Input    
     SMPTE 292 and 259M, SDI
Serial Outputs   
     Equalized and Reclocked
Typical SDI Cable Equalization
     200m of Belden 1694A cable @ 1.485 Gb/sec 
     350m of Belden 1694A cable @ 270 Mb/sec. 
Connector - 75 Ω BNC
Outputs
     YPbPr – SMPTE, RGB (3 BNC’s), Composite (CVBS)
      or Y/C
Frequency Response
      +/- .0.16 db to 4.24 Mhz (Y)
      +/-.0.048db to 2.0 Mhz (Chroma-Component, RGB)
      +/-.0.09 db to 1.3 Mhz (Chroma – Composite)
Differential Gain - 0.22% (NTSC)
Differential Phase - 0.08 degrees
Y/C Delay - 6 ns
Delay (input to output) - 3.1 us maximum
D/A Converters
       10 bit (16X oversampling SD / 4X oversampling HD)
Signal Path - 10 bit
Output level adjustment
     +/- 20% (internal filter control)
Output Level matching
     1.5% or 10 mv (all outputs are separately buffered)
Power    
     5VDC - 110-220 50/60 Hz  
     Locking Power connector
Size    
     Enclosure – 5.813”L x 3.124”H x 1.187”W 

Includes.

Part Number.
UPC.

PVC-930

7-57887-93000-4

Box Dimensions. 10.5"W x 8.75"H x 3.25"D

HD10DAC Video Encoder
5 VDC Power Supply with Locking Connector
Velcro Strips for easy mounting
2 each 4-40 standard rack mounting screws
User Guide
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