
Pyro      AV Component2VGA™ Professional Converter

The Pyro AV COMPONENT2VGA™ converter converts 
component YPbPr to VGA, SVGA, XGA and SXGA.  
Ideal for consumer as well as professional applications, 
COMPONENT2VGA™ accepts video with resolutions 
from 480i to 1080p, and displays your video on any 
VGA monitor (LCD/CRT).

www.pyroav.com

Pyro      AV

Features of the COMPONENT2VGA™:

• Display Component Video Sources 
• Supports Component Video Sources Including but not limited to 
   DVD Players, Game Consoles (Xbox, PlayStation, etc), Digital TV 
   Tuners, DVR, Security Cameras & more
• Switch Between VGA and Component Input
• Signal LED Indicates Input Status
• Compatible with both Macs & PCs
• Plug & Play, No Driver Needed
• No Computer Required

Specifications:
• Input – VGA, YPbPr, Stereo Left/Right RCA Audio, Stereo Left/Right 
   3.5mm Audio
• Output – VGA, Stereo Left/Right 3.5mm Audio
• Input Resolution - 480i / 576i / 480p / 576p / 720p / 1080i / 1080p (50Hz/60Hz)
• Output Resolution: 640x480 / 800x600 / 1024x768 / 1440x900 / 1400x1050
   1600x1200 / 1680x1050 / 1920x1200 / 1280x768
• Adjust Brightness, Contrast, Saturation, Hue, et cetera… 
• Power – 5 VDC, 1A
• Size – Enclosure 5.04”L x 3.4”W x 1.34”H
 

Includes:
• COMPONENT2VGA™ Converter
• VGA Cable
• Component Cable (YPbPr)
• Left/Right RCA Audio Cables
• 3.5mm Stereo Audio Cable
• 5VDC Adapter
• User Manual

Component Video to SVGA Converter

COMPONENT2VGA™ Converter
Part # PVC-988
UPC: 8-72307-98800-4
Box Dimensions: 8”W x 5”H x 2”D
Shipping Weight: 2 lbs.
MSRP: $99.99
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Cerritos, CA 90703, USA
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